
Specification
• Optional RAC network adaptor
• Compact size for easy installation

1. Android 4.4 or above
2. IOS 9.0 or aboveModel Number CZ-TACG1

Input Voltage DC 12V

Power Consumption Max 660mW

Size (H x W x D) 66mm x 36mm x 12mm

Mass Approx. 85g

Interface 1 x Wireless LAN

Wireless LAN Standard IEEE 802.11 b/g/n

Frequency Range 2.4GHz Band

Encryption WPA1-PSK (TKIP/AES)

CZ-TACG1 Wifi Adaptor Compatible Device and Browsers

Connection Diagram

CZ-TACG1 WLAN Router Panasonic 
Cloud Server*

Please note: This is not a definitive list of all compatible devices, other similar devices which 
use supported Operating Systems may also work. Furthermore, please note that the user 
experience may vary slightly depending on the hardware and software combination.

Authorised dealer

Comfort Cloud App

*nanoeTM Mode only applicable for UFRAW Floor Console

Monitor Air Quality
Constantly monitor your indoor 
Air quality anywhere, anytime 

Energy Saving
Compare and estimate 

energy usage to save more  

Smart Assist
Receive notification on error code

for effortless trouble-shooting
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*Designed, operated and magnaged by Panasonic




