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* Except 18.0 - 22.4kW models

Applicable to all 5-types 
of indoor units*

Controllers

Remote Controller External Dimensions

DELUXE WIRED
REMOTE CONTROLLER
(CZ-RTC5B)

TIMER REMOTE 
CONTROLLER
(CZ-RTC4)

REMOTE SENSOR
(CZ-CSRC3)

WIRELESS REMOTE 
CONTROLLER

SEPARATE RECEIVER FOR
WIRELESS REMOTE CONTROLLER
(CZ-RWSC3)
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ECONAVI SENSOR
(CZ-CENSC1)
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System Controller Switch Box

How 2 sensors work for human detection

Case study at coffee shop

Wide detection area

Detection of the level of 
activity enables optimum 
power saving
Presence or absence of people and the 
level of activity in the room are detected in 
real time. Set temperature is automatically 
adjusted to optimise the power 
consumption.

Sensors are remotely located 
to maximise the energy-
saving effect
When sensors are built into the indoor 
unit, pillars, walls, cabinets and other 

 can obstruct the sensors, reducing 
the area of detection and lowering the 
energy-saving effect. Panasonic sensors 
can be located any where in the room 
which enables the optimum layout for 
sensors in any location.

4-way Cassette

Under Ceiling

Mid Static Duct

High Static Duct

Wall Mounted

ECONAVI Sensor
CZ-CENSC1

Providing outstanding energy-saving performance, 
Panasonic’s large capacity air conditioners can be 
connected to ECONAVI to detect when energy is 
being wasted.

ECONAVI senses the presence or absence of people 
and the level of activity in each area of a room. When 
unnecessary heating or cooling is detected, indoor 
units are individually controlled to match room 
conditions for energy-saving operation.

In the morning
Reduced cooling when 
there are fewer people.

In the afternoon
Thorough cooling when 
there is a high level of 
activity.

At night
Automatic Thermo Off 
depending on conditions 
at the end of the day.

A sensor is remotely set to maximise the detection area.

Installation flexibility for indoor unit layout changes.
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Remote Controller External Dimensions
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INTELLIGENT CONTROLLER
(CZ-256ESMC3)

COMMUNICATION ADAPTOR
(CZ-CFUNC2)
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ON/OFF CONTROLLER
(CZ-ANC3)

SERI-PARA I/O UNIT FOR EACH INDOOR UNIT
(CZ-CAPBC2)

LONWORKS INTERFACE
(CZ-CLNC2)

WIRED REMOTE CONTROLLER 
FOR RESIDENTIAL MODEL
(CZ-RD52CP)

SERI-PARA I /O UNIT FOR OUTDOOR UNIT
(CZ-CAPDC2)

4 - Ø 5 hole

Magni�ed view

Detail of the 
potbellied hole

3 - Ø 30 holePotbellied hole (4 locations)
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USB terminalStorage door
Push lightly to open or close

Power 
indicator
Illuminates at 
power-on

(mm)




