BULKHEAD DUCTED

Bulkhead Ducted

Wired Remote
Controller
Included

Model No CS-E9QD3RW | CS-E12QD3RW | CS-E18QD3RW
Capacity 2.5kW 3.4kW 5.0kW

o Market-leading Energy Efficiency
e Only 370mm Deep

e Easy Installation

e Built-in Drain Pump (200mm Lift*)
e -15°C to +46°C Operating Range

*Refer to Technical Manual for more details
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Specifications

240V /1 Phase /50 H

SINGLE SPLIT SYSTEM

Cooling
Heating

Bulkhead Ducted

CS-E9QD3RW

(CU-E9QD3R)

CS-E12QD3RW CS-E18QD3RW
(CU-E12QD3R) (CU-E18QD3R)

. . . 2.50(0.85~3.10) 3.40(0.85~4.00) 5.00(0.90~5.70)
Cooling/Heating Capacity kw 3.20(0.85~4.40) 4.00(0.85~5.10) 6.10(0.90~7.10)
AEER/EER W/W 3.66/3.85 3.47/3.58 3.18/3.25
ACOP/COP 3.51/3.64 3.30/3.39 3.24/3.30

240 240 240
Voltage v 240 240 240
. . 3.0 41 6.6
Electrical Data Running Current A 39 51 79
0.65(0.23-0.88) 0.95(0.23-1.18) 1.54(0.29-1.84)
kW
R 0.88(0.22-1.36) 1.18(0.22-1.6) 1.85(0.33-2.20)
Airflow (max @ 10 Pa) - Cooling L/s 250 256 286
Airflow (max @ 10 Pa) - Heating L/s 259 263 294
Adjustable Static Pressure Pa 0~124 0~140 0~147
32/27/24 33/27/24 42/30/27
dB-A (H/L/Q-L
Noise Indoor [ 34/28/25 35/28/25 42/32/29
Power Level dB 48/43/40 49/43/40 48/46/43
50/44/41 51/44/41 48/48/45
46/-/- 49/- 48/43
dB-A (H/L/Q-Lo|
Noise Outd L) 48/-/- 50/- 49/44
oise Outdoor . Lovel b 61/-/- b4/- 62/57
ower Level 63/-/- 65/- 63/58
PRTETEEE Height x Width x Depth D 235x750x370 235x750x370 285x750x370
(619x824x299) (619x824x299) (795x875x320)
Net Weight kg 17(33) 17(33) 18(52)

) Liquid Side mm/(inch) 6.35 6.35 6.35
Refrigerant (1/4) (1/4) (1/4)

Pipe Diamet
LRLENEr Gas Side mm/(inch) 9.52 12.70 12.70
(3/8) (1/2) (1/2)
Power Supply Outdoor Outdoor Outdoor
Pipe Length Min~Max (m) 3~15 3~15 3~30
Pipe Length for Additional Gas m 7.5 7.5 10
Additional Gas Amount g/m 20 20 20
i Cooling Degree (°C) 5~46 5~46 5~46
Operating Range
(Outdoor) .
Heating Degree (°C) -15~24 -15~24 -15 ~24
Drain Pipe Size mm VP-20 VP-20 VP-20
Outdoor
CU-E9QD3R CU-E18QD3R
CU-E12QD3R




Wall-Mounted

MULTI SPLIT SYSTEM

Reverse cycle models

n . Model No CS-MRE7QKR CS-MRE9QKR  CS-MRE12QKR*'
= 3 Capacity 2.0kW 2.5kW 3.2kW
Wireless Remote CZ-RD514C Model No CS-MRE18QKR*' CS-MRE24QKR*2"3
Controller Included ~ Wired Remote Controller
(Optionall Capacity 5.0kW 7.0kW

Ultra Slim Ducted

Wired Remote
Controller Included

Bulkhead Ducted

Wired Remote
Controller Included

4-Way Mini Cassette

Model No CS-ME7SD3R CS-E9SD3RW  CS-E12SD3RW*! CS-E18SD3RW*!
Capacity  2.0kW 2.5kW 3.2kW 5.0kW

Model No CS-E9QD3RW
2.5kW

CS-E12QD3RW*' CS-E18QD3RW*!

Capacity 3.2kW 5.0kW

Model No CS-E9SB4RW  CS-E12QB4RW*' CS-E18QB4RW*!

‘ e - Capacity 2.5kW 3.2kW 5.0kW
c'-_'-'_,.'..-"':: \ \ - \\h 3 !
\'-._ — - Panel CZ-BT20E Wireless Remote CZ-RD52CP
& Controller Included ~ Wired Remote Controller
(Optional)

Accessories

oe == o=

CZ-MA1P CZ-MA2P CZ-MA3P

*1 CZ-MA1P is to be
used to reduce the
connection size on
the indoor unit from
1/2" to 3/8".

*2 CZ-MA2P is to be
used to increase the
connection size on
the outdoor unit from
35" to 12",

*3 CZ-MA3P is to be
used to reduce the
connection size on

55" to 12"

the indoor unit from

CZ-CAP2*

Demand response
module CZ-CAP2.
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SPECIFICATIONS

Specifications

Indoor Units:
Possible Combination Patterns
Models Must be within capacity range

Refrigerant Pipe Diameter Pipe Extension Indoor Unit Combinations
Indoor Units Maxi Maxi
Combination - laximum  Maximum ;
Ra,',r;el Indoor Liquid Gas. Pipe Pipe c’:::lg':l“gs Additional Maximum Uiz Wall-  Cassette l;igra Bulkhead
Unit  Side  Side  Length  Length “length  Gas  Height Capacty  Mounted (4-Way) SUM S ooy
(1room)  (Total) [kW class] Ducted

CU-2E18SBR
[ ] °
™ 5635 0952
2 6. 27.
y nmEm A
A . 4l
— * Either unit 7t°5 ° ° ° °
kW
Up to . _I\Pi’g'" o,w‘,,m 20m 30m 20m 15g/m 10m
2 5.2kW * Either unit
*4
rooms © © O ©
Room
(e B 9635 ¢9.52
to keep
Dimensions (HxWxD): combinations
619 x 824(+70) x 299 mm within [ ] [ ] [ ) [ )
Weight: 39 kg this range.
* At least two indoor units must be connected.
CU-3E18SBR
PORT 3.2 m L] (]
A uror.nr Roomy "] 6_35 ] 952
* Either unit A
L .5 ] 3.2 H 4.5
s mmE ’
= * Either unit 9.0 L[] L] [ ] °
kW g
0T " oom
z ., B 9635 0952 25m 50m 30m 20g/m 15m
5.2kW * Either unit
*4 ° [ ] ° [ ]
Make sure
to keep
combinations R
RN within 9635 ¢9.52
D (HXWxD): :
e xSpo weange,  C B o « o
Weight: 71 kg
* At least two indoor units must be connected.
CU-4E23QBR foom
PORT 32 6635 9952 [} °
— 7 AEA A
* Either unit
=i * Either unit e B 9635 0952 ° ° ° °
Upto o
] PORT
4 z orororm 25m 60m 30m 20g/m 15m
rooms 6.8kW * Either unit
YA Room
G 8635 ¢9.52 (] ° ° [ ]
PORT 3.2 E
v @ ER
* Either unit Make sure
to keep
i ions ( ): binati 3
795 % 7600351 x 520 it D 9635 0952 e o o o
Weight: 72 kg this range.
* At least two indoor units must be connected.
*4 To enable demand response an optional y needs to be i lled (CZ-CAP2)
Outdoor
Up to 2 rooms Up to 3 rooms Up to 4 rooms
CU-2E18SBR —tt CU-3E18SBR
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Specifications

Refrigerant Pipe Diameter

Pipe Extension

MULTI SPLIT SYSTEM

Indoor Unit Combinations

Indoor Units: Indoor Units Maxi Maxi
Possible Combination Patterns Combination . aximum . Maximum - payimum Type Ultra
L - Indoor  Liquid Gas Pipe Pipe Additional Maximum YPe  Wall-  Cassette ! Bulkhead
Models Must be within capacity range Range Uit e dae i | i Chfergg(l:ss o " G e | A G i
(1room)  (Total] [KW class] Ducted
CU-4E27GBR coom o N
pogT 7.0 A 0635 09.52
— o | or| lorl or
* Either unit
2.5 [} ° [ ] [ ]
% [5] [
— B or or or| orl to Room s 05
e ) . 2 6. 89.
Up to - * Either unit 13.6 B
4 kW
DL H 2%5m 70m 45m 20g/m 15m e o o o
or| or| or orl
rooms - .
8.0kW Either unit P
*4 C 8635 ¢9.52
1111
L—D urur.ar orl Make sure 5.0 ° ° o o
* Either unit to keep
combinations
within
0 a Room
Dimensions (HxWxD): !
999 x 940 x 340 mm thisrange. 1y 9635 9.52 7 °
Weight: 80 kg .
* At least two indoor units must be connected.
= Room
CU-5E34QBR A 9635 ¢9.52 [ ] L]
¥
or! or| or orl
* Either unit
PORT
3.2 7.0 4.5 Room
B oror.ormer. to B 9635 0952 25 ° ° ° °
] * Either unit 175
s, kW
¢ pmm an wn on oo 0
or| or| or orl
. . Room
* Either unit C 635 ¢9.52 [} ° [ (]
g || o]
4 s 3.2 -
* L—D eror.or orl Make sure
* Either unit to keep
combinations Room
111 1 - [ e m. ..o
E Jor | or or orl this range.
* Either unit
Dimensions (HxWxD):
999 x 940 x 340 mm
Weight: 81 kg .
At least two indoor units must be connected. Room
E 8635 ¢9.52 °
*4 To enable demand response an optional y needs to be i lled (CZ-CAP2)
Up to 4 rooms Up to 5 rooms
¥ [S—
CU-4E27QBR = CU-5E34QBR Qi
I Y 5 ‘n Coaling -
Possible
it i
! 6°C |
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SPECIFICATIONS

Indoor Units Costing

Heating

Wall-Mounted

CS-MRE7QKR CS-MRE9QKR m CS-MRE18QKR W
2.0 25 3.2 5.0 7.0

Capacity kW
Power Source Single Phase 240V, 50Hz
40/29/26 40/29/26 44/32/29 46/33/30 47/35/32
Sound Pressure
Level dB(A)
Noise 40/29/26 40/29/26 44/32/29 46/35/32 47/38/35
(Hi/Lo/S-Lo)
56/45/42 56/45/42 60/48/45 62/49/46 63/51/48
Sound Power Level dB
56/45/42 56/45/42 60/48/45 62/51/48 63/54/51
Airflow L/s 168/172 168/173 182/190 275/298 307/325
Height mm 290 290 290 290 290
Dimensions Width mm 870 870 870 1070 1070
Depth mm 214 214 214 240 240
Net Weight kg 9 9 9 12 12
Liquid Side mm
Refrigerant Pipe 4 6.35 635 635 635 635
Diameter "
as side e 9.52 9.52 9.5241 9.52*1 12.72%3

Cooling
Heating

Ultra Slim Ducted Bulkhead Ducted 4-Way Mini Cassette
CS-E12SD3RW| CS-E18SD3RW | CS-ESQD3RW CS-E9SBRW |CS-E120B4RW

CS-ME7SD3R | CS-E9SD3RW

Capacity kW 2.0 25 3.2 5.0 25 3.2 5.0
Power Source Single Phase 240V, 50Hz

Noise Sound Pressure 33/29/26 34/29/26 35/29/26 43/32/29 34/29/26 35/29/26 44/32/29 36/28/25 37/28/25 40/30/27
(Hi/Lo/S-Lo) Level dB(A)

35/30/27 36/30/27 37/30/27 43/34/31 36/30/27 37/30/27 44[34/31 37/30/27 39/30/27 41/31/28

49/45/42 50/45/42 51/45/42 59/48/45 50/45/42 51/45/42 60/48/45 52/44/41 53/44/41 56/46/43

[l‘ch;i/sLi) Sound Power Level dB
51/46/43  52/46/43  53/46/43 = 59/50/47 = 52/46/43 | 53/46/43  60/S0/47 = 53/46/43  55/46/43  57/47/44

Airflow (Ducted Maximum @ 10 PA) - Cooling L/s 222 231 241 293 250 256 286 175 175 195
Airflow (Ducted Maximum @ 10 PA) - Heating L/s 222 231 241 293 259 263 294 182 195 208

Height mm 200 200 200 200 235 235 285 260 260 260
Dimensions

Width mm 750 750 750 750 750 750 750 575 575 575

Depth mm 640 640 640 640 370 370 370 575 575 575
Net Weight kg 19 19 19 19 17 17 18 18 18 18

Liquid Side mm 6.35 6.35 6.35 6.35 6.35 6.35 6.35 6.35 6.35 6.35
Refrigerant Pipe
Diameter

Gas Side mm 9.52 9.52 9.52" 9.52" 9.52 9.52" 9.52"1 9.52 9.52" 9.52"
Drain Pipe Size mm VP-20 VP-20 VP-20 VP-20 VP-20 VP-20 VP-20  VP-20/VP-25 VP-20/VP-25 VP-20/VP-25

*1 CZ-MA1P is to be used to reduce the connection size on the indoor unit from /2" to ¥s".
*2 CZ-MAZ2P is to be used to increase the connection size on the outdoor unit from %s” to 12",
*3 CZ-MA3P is to be used to reduce the connection size on the indoor unit from s” to '/2".
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MULTI SPLIT SYSTEM

Outdoor Units Gootng
Heating
Indoor Units Combination 2.0KW+3.2kW TKW+T6kW2.0kW  1.6KW+1.6kWs1.6kW+2.0kW | 2.0kW+2.0kW+2.0kWs2.0kW  ZOKWSZOKN2.0kW
Power Source Single Phase 240V, 50Hz
Cooling Operation Capacity kW 5.20(1.50-6.00) 5.20(1.80-7.30) 6.80(1.90~8.80) 8.00(3.00~9.20) 10.00(2.90~11.50)
Maximum Connectable Capacity kW 7.5 9.0 11.0 13.6 17.5
Maximum Connectable Indoors Units 2 3 4 4 5
Running Current A 6.3 55 7.5 9.4 13.2
El:“;"i“al Power Input KW 1.40(0.25-1.85) 1.20(0.36-2.18) 1.68(0.34~2.47) 2.15(0.53-2.87) 2.86(0.55~3.86)
AEER/EER W/wW 4.19/3.71 3.64/4.33 3.95/4.05 3.65/3.72 3.45/3.50
Sound Pressure Level dB(A) 49/- 46/- 48/- 51/- 53/-
Noise (Hi/Lo)
Sound Power Level dB b4/- 60/- 62/- 67/- 69/-
Heating Operation Capacity kW 5.60(1.10-7.20) 6.80(1.60-8.30) 8.50(3.00~10.60) 9.40(4.20~10.60) 12.00(3.40~14.50)
Running Current A 5.8 6.8 8.6 9.8 13.2
Electrical Data Power Input kW 1.31(0.21-1.8) 1.50(0.32-2.11) 1.95(0.58~2.60) 2.18(0.70~3.06) 2.96(0.53~4.24)
ACOP/COP w/w 4.41/4.27 4.19/4.53 4.27/4.36 4.23/4.31 4.00/4.05
Sound Pressure Level dB(A) 52/- 48/- 49/- 52/- 54/-
Noise (Hi/Lo)
Sound Power Level dB 67/- 62/- 63/- 68/- 70/-
Maximum Current A 12.0 15.2 15.6 19.0 213
Starting Current A 6.5 7.0 8.8 10.2 13.6
Compressor Output w 900 1300 1300 1700 1700
Height mm 619 795 795 999 999
Dimensions Width mm 824(+70) 875(+95) 875(+95) 940 940
Depth mm 299 320 320 340 340
Net Weight kg 39 VAl 72 80 81
Power Supply Outdoor Outdoor Outdoor Outdoor Outdoor
Pipe Length Range (1 room) m 3-~20 3-~25 3~25 3~25 3~25
Maximum Pipe Length (Total) *' m 30 50 60 70 80
Liquid Side mm 6.35 6.35 6.35 6.35 6.35

Refrigerant
Pipe Diameter

Gas Side mm 9.52 9.52 9.52 9.52 9.52

Cooling Degree (°C) -10~46 -10~46 -10~46 -10~46 -10~46
Operating Range

Heating Degree (°C) -15~24% -15~24% -15~24%1 -15~24%1 -15~24*1

*1 Additional Gas might be required for some models. Refer to Page 15 for information on Additional Gas.

Rating Conditions

Cooling Heating
Inside air temperature 27°C DB /19°CWB 20°C DB
Outside air temperature | 35°C DB | rcossscwe |

17



SPECIFICATIONS

CU-2E18SBR

COOLING OPERATION HEATING OPERATION

Cooling Capacit
Indoor Units Capacity S

Room Room
A
z

20+20 2.00 2.00 - - - 4.00(1.5~5.6) 4.67 1010(250~1710) 3.96 2.70 2.70 - - - 5.40(1.1~7.0) 5.83 1270(210~1770) 4.25
20+25 2.00 250 - - - 4.50(1.5~5.8) 5.26 1140(250~1780) 3.95 2.40 3.00 - - - 5.40(1.1~7.0) 5.83 1270(210~1770) 4.25
20+32 2.00 3.20 - - - 5.20(1.5~6.0) 6.50 1400(250~1850) 3.71 2.15 3.45 - - - 5.60(1.1~7.2)  6.00 1310(210~1800) 4.27
20+50 1.50 3.70 - - - 5.20(1.5~6.0) 6.50 1400(250~1850) 3.71 1.60 4.00 - - - 5.60(1.1~7.2)  6.00 1310(210~1800) 4.27
25+25 2.50 250 - - - 5.00(1.5~5.8) 6.13 1330(250~1780) 3.76 2.80 2.80 - - - 5.60(1.1~7.2)  6.00 1310(210~1800) 4.27
25+32 230 2.90 - - - 5.20(1.5~6.0) 6.50 1400(250~1850) 3.71 245 3.15 - - - 5.60(1.1~7.2)  6.00 1310(210~1800) 4.27
25+50 1.75 3.45 - - - 5.20(1.5~6.0) 6.50 1400(250~1850) 3.71 1.85 3.75 - - - 5.60(1.1~7.2)  6.00 1310(210~1800) 4.27
32+32 2.60 2.60 - - - 5.20(1.5~6.0) 6.50 1400(250~1850) 3.71 2.80 2.80 - - - 5.60(1.1~7.2)  6.00 1310(210~1800) 4.27

CU-3E18SBR

COOLING OPERATION HEATING OPERATION

. . Heating Capacity
Indoor Units Capacity

--_-ﬂ_

20+20 2.00 2.00 4.00(1.8~6.2) 4.4 930(330~2010) 4.30 2.90 2.90 5.80(1.4~7.0) 1430(320~1890)  4.06
20+25 2.00 250 - - - 4.50(1.8~6.2) 5.4 1140(330~2010) 3.95 2.84 3.56 - - - 6.40(1.4~7.0) 7.7 1660(320~1890) 3.86
20+32 2.00 3.20 - - - 5.20(1.8~6.3) 6.9  1480(330~2020) 3.51 2.62 4.18 - - - 6.80(1.4~7.3) 8.1  1740(310~1980) 3.91
20+50 1.49 3.7 - - - 5.20(1.9~6.8) 5.9 1280(340~2040) 4.06 1.94 4.86 - - - 6.80(1.4~8.0) 7.4  1590(240~2080) 4.28
25+25 2.50 250 - - - 5.00(1.8~6.2) 6.4 1400(330~2010) 3.57 3.40 3.40 - - - 6.80(1.4~7.0) 8.4 1790(320~1890) 3.80
25+32 2.28 292 - - - 5.20(1.9~6.3) 6.9 1480(350~2020) 3.51 2.98 3.82 - - - 6.80(1.4~7.3) 8.1 1740(310~1980) 3.91
25+50 1.73  3.47 - - - 5.20(1.9~6.8) 5.9  1280(340~2040) 4.06 2.27 4.53 - - - 6.80(1.4~8.0) 7.4  1590(240~2080) 4.28
32432 2.60 260 - - - 5.20(1.9~6.4) 6.4 1400(350~2020) 3.71 3.40 3.40 - - - 6.80(1.4~7.5) 8.0 1730(270~2000) 3.93
32450 2.03 3.7 - - - 5.20(1.9~6.9) 5.7  1240(360~2040) 4.19 2.65 4.15 - - - 6.80(1.4~8.0) 7.3  1570(240~2020) 4.33
20+20+20 1.73 1.73 173 - - 5.19(1.9~7.2) 5.6  1200(390~2040) 4.33 2.26 2.26 2.26 - - 6.78(1.6~8.3] 6.9  1490(310~2050) 4.55
20+20+25 1.60 1.60 2.00 - - 5.20(1.9~7.2) 5.6  1200(390~2040) 4.33 2.09 2.09 2.62 - - 6.80(1.6~8.3) 6.9  1490(310~2050) 4.56
20+20+32 1446 1.44 232 - - 5.20(1.9~7.2) 5.4 1160(390~2000) 4.48 1.89 1.89 3.02 - - 6.80(1.6~8.3) 6.9  1470(310~2030) 4.63
20+20+50 116 1.16 288 - - 5.20(1.8~7.3) 5.3 1120(420~1860) 4.64 1.51 1.51 3.78 - - 6.80(1.6~8.3) 6.3  1360(360~1890) 5.00
20+25+25 1.48 1.86 1.86 - - 5.20(1.9~7.2) 5.6  1200(390~2040) 4.33 1.94 243 2.43 - - 6.80(1.6~8.3) 6.9  1490(310~2050) 4.56
20+25+32 1.35 1.69 216 - - 5.2001.9~7.2) 5.4  1160(390~2000) 4.48 1.76 2.21 2.83 - - 6.80(1.6~8.3) 6.9  1470(310~2030) 4.63
20+32+32 1.24 198 198 - - 5.20(1.8~7.3) 5.4  1160(390~2000) 4.48 1.62 259 2.59 - - 6.80(1.6~8.3) 6.8  1450(320~2000) 4.69
25+25+25 173 1.73 173 - - 5.19(1.9~7.2) 5.6  1200(390~2040) 4.33 2.26 2.26 2.26 - - 6.78(1.6~8.3) 6.9  1490(310~2050) 4.55
25+25+32 1.59 159 202 - - 5.20(1.9~7.2) 5.4 1160(390~2000) 4.48 2.07 2.07 2.66 - - 6.80(1.6~8.3) 6.9  1470(310~2030) 4.63
25+32+32 1.46 1.87 187 - - 5.20(1.8~7.3) 5.4 1160(390~2000) 4.48 1.92 2.44 2.44 - - 6.80(1.6~8.3) 6.8  1450(320~2000) 4.69
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CU-4E23QBR

Indoor Units Capacity

rooms

rooms

20+25

20+32

20+50

25+25

25+32

25+50

32432

32+50

50+50

20+20+20

20+20+25

20+20+32

20+20+50

20+25+25

20+25+32

20+25+50

20+32+32

20+32+50

25+25+25

25+25+32

25+25+50

25+32+32

25+32+50

32+32+32

20+20+20+20

20+20+20+25

20+20+20+32

20+20+20+50

20+20+25+25

20+20+25+32

20+20+32+32

20+25+25+25

20+25+25+32

20+25+32+32

25+25+25+25

25+25+25+32

2.65

3.40

2.00

1.76

1.43

1.62

1.33

1.92

1.59

2.26

1.70

1.60

1.48

1.40

1.31

1.43

1.33

1.24

1.59

4.15

3.40

2.00

2.00

2.43

2.21

1.79

2.59

213

2.26

1.70

2.44

2.03

2.26

1.70

1.40

1.31

1.79

1.67

1.56

1.59

2.83

3.58

2.59

2.44

3.18

2.26

1.70

1.60

1.89

1.75

2.09

1.79

1.67

2.25

2.09

1.79

213

COOLING OPERATION

4.50(1.9~6.4)
5.20(1.9~6.9)
6.80(2.0~7.5)
5.00(1.9~6.8)
5.70(1.9~6.9)
6.80(1.9~7.5)
6.40(1.9~7.0)
6.80(2.0~7.6)
6.80(2.1~8.1)
6.00(1.9~8.0)
6.50(1.9~8.0)
6.80(1.9~8.0)
6.80(2.0~8.5)
6.80(1.9~8.0)
6.80(1.9~8.0)
6.80(2.0~8.5)
6.80(1.9~8.1)
6.80(2.0~8.5)
6.78(1.9~8.0)
6.80(1.9~8.0)
6.80(2.0~8.5)
6.80(1.9~8.1)
6.80(2.0~8.5)
6.78(1.9~8.2)
6.80(1.9~8.8)
6.80(1.9~8.8)
6.80(1.9~8.8)
6.80(1.9~8.8)
6.80(1.9~8.8)
6.80(1.9~8.8)
6.80(1.9~8.8)
6.80(1.9~8.8)
6.80(1.9~8.8)
6.80(1.9~8.8)
6.80(1.9~8.8)

6.80(1.9~8.8)

4.9

6.4

9.6

6.0

7.6

9.6

9.5

9.2

8.2

6.7

7.8

8.4

7.6

8.4

8.4

7.6

8.2

7.6

8.4

8.4

7.6

8.2

7.6

7.9

75

7.5

7.3

7.3

7.5

7.3

7.3

7.5

7.3

7.3

7.5

7.3

1100(270~1940)
1440(270~2320)
2180(280~2350)
1360(270~2310)
1720(270~2320)
2180(260~2350)
2170(270~2280)
2090(280~2360)
1860(320~2370)
1510(270~2410)
1770(270~2410)
1910(270~2320)
1720(340~2380)
1910(270~2410)
1910(270~2320)
1720(340~2380)
1860(290~2330)
1720(340~2330)
1910(270~2410)
1910(270~2320)
1720(340~2380)
1860(290~2330)
1720(340~2330)
1810(290~2330)
1680(340~2380)
1680(340~2380)
1640(370~2330)
1640(420~2200)
1680(340~2380)
1640(370~2330)
1640(370~2330)
1680(340~2380)
1640(370~2330)
1640(370~2330)
1680(340~2380)

1640(370~2330)

4.09
3.61

3.12

3.25
3.66

3.97

3.56
3.95

3.66

3.95
3.75

4.05

4.15
4.05
415
415
4.05
4.15
415
4.05

415

MULTI SPLIT SYSTEM

HEATING OPERATION

Heating Capacity

2.7

2.69

2.43

3.32

4.25

2.83

2.21

1.79

2.02

1.66

1.99

2.83

2.12

1.75

1.63

1.78

1.67

1.55

1.99

3.39

4.31

6.07

3.20

4.55

5.67

4.25

5.18

4.25

2.83

3.04

2.76

2.24

3.24

2.67

2.54

2.83

212

1.75

1.63

2.24

2.08

3.53

4.47

3.24

417

3.97

2.83

212

2.19

2.62

2.24

2.08

2.81

2.62

2.24

2.67

6.10(2.7~9.8)
7.00(2.7~9.9)
8.50(2.8~10.2)
6.40(2.7~9.8)
8.10(2.7~9.9)
8.50(2.8~10.2)
8.50(2.8~10.0)
8.50(2.8~10.3)
8.50(2.8~10.5)
8.49(3.3~10.4)
8.50(3.3~10.4)
8.50(3.3~10.4)
8.50(3.2~10.6)
8.50(3.3~10.4)
8.50(3.3~10.4)
8.50(3.2~10.6)
8.50(3.3~10.5)
8.50(3.2~10.6)
8.49(3.3~10.4)
8.50(3.3~10.4)
8.50(3.2~10.6)
8.50(3.3~10.5)
8.50(3.2~10.6)
8.49(3.3~10.5)
8.48(3.1~10.6)
8.50(3.1~10.6)
8.50(3.0~10.6)
8.50(3.0~10.6)
8.50(3.1~10.6)
8.50(3.0~10.6)
8.50(3.0~10.6)
8.50(3.1~10.6)
8.50(3.0~10.6)
8.50(3.0~10.6)
8.48(3.1~10.6)

8.50(3.0~10.6)

Running
Current

71

8.4

10.1

7.6

10.8

9.9

9.3

9.5

9.5

9.4

8.7

9.5

9.4

8.7

9.3

8.6

9.5

9.4

8.7

9.3

8.6

9.0

8.5

8.5

8.4

8.2

8.5

8.4

8.3

8.5

8.4

8.3

8.5

8.4

Power Input .

1610(640~2930)
1910(630~2930)
2310(560~2890)
1710(640~2930)
2310(630~2930)
2310(560~2890)
2460(640~2930)
2250(540~2880)
2110(510~2780)
2160(630~2830)
2160(630~2830)
2140(620~2770)
1990(600~2700)
2160(630~2830)
2140(620~2770)
1990(600~2700)
2110(640~2790)
1970(600~2670)
2160(630~2830)
2140(620~2770)
1990(600~2700)
2110(640~2790)
1970(600~2670)
2050(630~2760)
1930(600~2570)
1930(600~2570)
1910(610~2550)
1860(680~2440)
1930(600~2570)
1910(610~2550)
1890(610~2530)
1930(600~2570)
1910(610~2550)
1890(610~2530)
1930(600~2570)

1910(610~2550)

3.79

3.66

3.78
4.03

3.93

3.97
4.27
4.03

4.31

4.31
414

4.39

4.45
4.50
4.40

4.45
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SPECIFICATIONS

CU-4E27QBR

COOLING OPERATION HEATING OPERATION

) ) Cooling Capacity A Heating Capacity .
Indoor Units Capacity Power Input -1 1 1 1 Power Input
Room A{Room B|{Room C|Room D - Room A [Room B|Room C |Room D

T B B A S R L)

20+25 2.00 250 4.50(2.4~5.8) 5.8 1320(380~1930) 3.41 271 339 - 6.10(2.2~8.2) 85 1890(400~2890) 3.23
20+32 2.00 3.20 - - 5.20(2.4~5.8) 6.8 1540(370~1860) 3.38 265 4.25 - - 6.90(2.2~8.6) 9.1 2030(380~2920) 3.40
20450 2.00 5.00 - - 7.00(2.4~8.1) 9.8 2250(350~3100) 311 257 6.43 - - 9.00(2.2~10.00 10.9 2430(330~3310) 3.70
20+70 1.78  6.22 - - 8.00(2.5~8.5) 12.1 2770(380~3340) 289 209 731 - - 9.40(2.2~10.3) 11.5 2570(330~3490) 3.66
25+25 250 2.50 - - 5.00(2.4~5.8) 6.6 1490(380~1930) 336 325 3.25 - - 6.50(2.2~8.6) 8.5 1910(400~3000) 3.40
25+32 250 3.20 - - 5.70(2.4~6.7) 8.0 1840(370~2480) 310 320 4.10 - - 7.30(2.2~9.8) 9.8 2180(380~3520) 3.35
roozms 25+50 2.50 5.00 - - 7.50(2.4~8.5) 11.3 2590(350~3490) 290 313 6.27 - - 9.40(2.2~10.00 11.8 2630(330~3310) 3.57
25+70 211 5.89 - - 8.00(2.5~8.5) 12.1 2770(380~3340) 289 247 6.93 - - 9.40(2.2~10.3) 115 2570(330~3490) 3.66
32+32 3.20 3.20 - - 6.40(2.4~7.2) 9.7 2220(370~2760) 2.88 4.05 4.05 - - 8.10(2.2~10.00 11.0 2460(370~3560) 3.29
32450 3.12  4.88 - - 8.00(2.5~8.5) 12.1 2770(380~3340) 2.89 3.67 5.73 - - 9.40(2.2~10.00 11.4 2550(320~3280) 3.69
32+70 251  5.49 - - 8.00(2.5~8.6) 11.8 2700(380~3340) 296 295 6.45 - - 9.40(2.2-10.3) 11.3 2530(320~3380) 3.72
50+50 4.00 4.00 - - 8.00(2.5~8.6) 10.5 2420(380~2950) 3.31 470 470 - - 9.40(2.2~10.3) 10.6 2360(320~3170) 3.98
50+70 333  4.67 - - 8.00(2.5~8.6) 10.2 2350(380~2880) 3.40  3.92 5.48 - - 9.40(2.2~10.5) 10.5 2340(320~3210) 4.02
20+20+20 2.00 2.00 2.00 - 6.00(3.0~8.5) 7.2 1630(480~3030) 3.68 287 287 287 - 861(3.2~104) 95 2130(500~3320) 4.04
20+20+25 2.00 2.00 250 - 6.50(3.0~8.5) 8.1 1870(480~3030) 3.48 277 277 3.46 - 9.00(3.2~10.4) 10.2 2270(500~3320) 3.96
20+20+32 2.00 2.00 3.20 - 7.20(3.0~8.5) 9.2 2110(480~2950) 3.41 261 261 4.8 - 9.40(3.2~10.4) 10.7 2400(500~3280) 3.92
20+20+50 178 178 444 - 8.00(3.0~8.6) 9.7 2220(520~2650) 3.60 209 209 522 - 9.40(3.2~10.5) 10.2 2270(520~3110) 414
20+20+70 145 145 5.10 - 8.00(3.0~-8.8) 9.7 2220(520~2720) 360 171 171 598 - 940(3.2~10.5) 10.1 2250(520~3090) 4.18
20+25+25 2.00 250 250 - 7.00(3.0~8.5) 8.9 2050(480~3030) 3.41 268 336 336 - 9.40(3.2~10.4) 10.9 2430(500~3320) 3.87
20+25+32 2.00 250 3.20 - 7.70(3.0~8.5)  10.0 2290(480~2950) 336 244 3.05 391 - 9.40(3.2~10.4) 107 2400(500~3280) 3.92
20+25+50 1.68 211 421 - 8.00(3.0~8.6) 9.7 2220(520~2650) 3.60 198 247 4.95 - 940(3.2~10.5) 10.2 2270(520~3110) 414
20+25+70 139 174 487 - 8.00(3.0~8.8) 9.7 2220(520~2720) 3.60 1.63 204 573 - 9.40(3.2~10.6) 10.1 2250(520~3150) 4.18
20+32+32 190 3.05 3.05 - 8.00(3.0~8.6) 10.5 2420(480~2950) 331 224 358 358 - 9.40(3.2~10.4) 10.6 2370(490~3240) 3.97
3 20+32+50 157 251 3.92 - 8.00(3.0~-8.8) 9.7 2220(520~2800) 3.60 1.84 295 4.61 - 940(3.2~10.5) 10.0 2240(520~3070) 4.20
rooms  20+32+70 131 210 459 - 8.00(3.0~9.0) 9.4 2150(520~2800) 3.72 154 247 539 - 9.40(3.2~10.6) 10.0 2230(530~3120) 4.22
20+50+50 134 333 333 - 8.00(3.0~9.00 9.1 2090(570~2650) 383 156 392 392 - 9.40(3.2~10.6) 9.6 2140(600~2990) 4.39
25+25+25 250 250 250 - 7.50(3.0~8.5) 10.1 2310(480~3030) 325 313 313 3.3 - 939(3.2~10.4) 10.9 2430(500~3320) 3.86
25+25+32 244 244 3.2 - 8.00(3.0~8.6) 10.8 2490(480~3030) 3.21 287 287 3.66 - 9.40(3.2~10.4) 10.7 2400(500~3280) 3.92
25+25+50 2.00 2.00 4.00 - 8.00(3.0~8.8) 9.7 2220(520~2800) 360 235 235 470 - 9.40(3.2~10.5) 10.2 2270(520~3110) 414
25+25+70 1.67 167 4.66 - 8.00(3.0~9.0) 9.7 2220(520~2870) 3.60 196 1.96 5.48 - 9.40(3.2~10.6) 10.1 2250(520~3150) 418
25+32+32 224 288 2.88 - 8.00(3.0~8.6)  10.5 2420(480~2950) 331 264 338 3.38 - 940(3.2~10.5) 10.6 2370(490~3240) 3.97
25+32+50 187 239 3.74 - 8.00(3.0~-8.8) 9.7 2220(520~2800) 3.60 220 281 439 - 9.40(3.2~10.5) 10.0 2240(520~3070) 4.20
25+32+70 157 202 4.41 - 8.00(3.0~9.0) 9.4 2150(520~2800) 372 1.8 237 5.18 - 9.40(3.2~10.6) 10.0 2230(530~3120) 4.22
25+50+50 1.60 320 3.20 - 8.00(3.0~9.0) 9.1 2090(570~2650) 383 1.88 3.76 3.76 - 940(3.2~10.6) 9.6 2140(600~2990) 4.39
32+32+32 2.66 2.66 2.66 - 7.98(3.0~8.6) 10.2 2350(480~2880) 340 313 313 313 - 9.39(3.2~10.5) 105 2340(490~3200) 4.01
32+32+50 225 225 3.50 - 8.00(3.0~8.8) 9.4 2150(520~2720) 3.72 264 264 412 - 940(3.2~10.6) 9.9 2210(530~3100) 4.25
32+32+70 191 191 418 - 8.00(3.0~9.0) 9.4 2150(520~2800) 3.72 224 224 492 - 940(3.2~10.6) 9.8 2200(530~3090) 4.27
32+50+50 1.94 3.03 3.03 - 8.00(3.0~9.0) 9.1 2090(570~2650) 3.83 228 356 3.56 - 940(3.2~10.6) 9.5 2120(620~2960) 4.43

20+20+20+20 2.00 2.00 2.00 2.00 8.00(3.0~9.2) 9.4 2150(530~2870) 372 235 235 235 235 9.40(4.2~10.6) 9.8 2180(700~3060) 4.31
20+20+20+25 1.88 1.88 1.88 236 8.00(3.0~9.2) 9.4 2150(530~2870) 372 221 221 221 277 9.40(4.2~10.6) 9.8 2180(700~3060) 4.31
20+20+20+32 1.74 174 1.74 278 8.00(3.0~9.2) 9.1 2090(570~2800) 383 204 204 204 328 9.40(4.2~10.6) 9.7 2160(730~3030) 4.35
20+20+20+50  1.45 1.45 1.45 3.65 8.00(3.0~9.2) 88 2030(620~2650) 394 171 171 171 427 9.40(4.2~10.6) 9.5 2130(810~2960) 4.41
20+20+20+70 123 1.23 123 431 8.00(3.0~9.2) 88 2030(630~2660) 3.94 145 145 1.45 5.05 9.40(4.2~10.6) 95 2120(820~2950) 4.43
20+20+25+25 1.78 1.78 222 222 8.00(3.0~9.2) 9.4 2150(530~2870) 372 209 209 261 261 9.40(4.2~10.6) 9.8 2180(700~3060) 4.31
20+20+25+32 1.65 1.65 2.06 2.64 8.00(3.0~9.2) 9.1 2090(570~2800) 3.83 194 194 242 3.10 9.40(4.2~10.6) 9.7 2160(730~3030) 4.35
20+20+25+50  1.39 139 1.74 3.48 8.00(3.0~9.2) 88 2030(620~2650) 3.94 163 163 204 410 9.40(4.2~10.6) 9.5 2130(810~2960) 4.41
20+20+25+70 119 119 147 415 8.00(3.0~9.2) 88 2030(630~2660) 394 139 139 174 488 9.40(4.2~10.6) 9.5 2120(820~2950) 4.43
20+20+32+32  1.54 154 2.46 2.46 8.00(3.0~9.2) 9.1 2090(570~2800) 3.83 1.81 1.81 289 289 9.40(4.2~10.6) 9.6 2140(740~3000) 4.39
20+20+32+50  1.31 1.31 210 3.28 8.00(3.0~9.2) 88 2030(630~2660) 3.94 154 154 247 3.85 9.40(4.2~10.6) 9.4 2110(830~2940) 4.45
20+25+25+25 1.67 211 211 211 8.00(3.0~9.2) 9.4 2150(530~2870) 3.72 199 247 247 247 9.40(4.2~10.6) 9.8 2180(700~3060) 4.31
20+25+25+32 157 1.96 1.96 251 8.00(3.0~9.2) 9.1 2090(570~2800) 383 1.84 230 230 296 9.40(4.2~10.6) 9.7 2160(730~3030) 4.35
20+25+25+50 1.33 1.67 1.67 3.33 8.00(3.0~9.2) 8.8 2030(620~2650) 3.94 156 196 1.96 3.92 9.40(4.2~10.6) 9.5 2130(810~2960) 4.41
20+25+32+32  1.47 1.83 235 235 8.00(3.0~9.2) 9.1 2090(570~2800) 383 1.72 216 276 276 9.40(4.2~10.6) 9.4 2140(740~3000) 4.39
20+25+32+50  1.26 157 202 3.15 8.00(3.0~9.2) 88 2030(630~2660) 3.94 148 185 237 3.70 9.40(4.2~10.6) 9.4 2110(830~2940) 4.45
20+32+32+32  1.37 221 221 221 8.00(3.0~9.2) 9.1 2090(570~2720) 3.83 1.63 259 259 259 9.40(4.2~10.6) 9.5 2120(770~2970) 4.43
20+32+32+50 119 191 1.91 299 8.00(3.0~9.2) 88 2030(630~2660) 3.94 140 224 224 352 9.40(4.2~10.6) 9.6 2140(860~2920) 4.39
25+25+25+25 2.00 2.00 2.00 200 8.00(3.0~9.2) 9.4 2150(530~2870) 372 235 235 235 235 9.40(4.2~10.6) 9.8 2180(700~3060) 4.31
25+25+25+32  1.87 1.87 1.87 239 8.00(3.0~9.2) 9.1 2090(570~2800) 383 220 220 220 280 9.40(4.2~10.6) 9.7 2160(730~3030) 4.35
25+25+25+50  1.60 1.60 1.60 3.20 8.00(3.0~9.2) 8.8 2030(620~2650) 3.94 188 1.88 1.88 3.76 9.40(4.2~10.6) 9.5 2130(810~2960) 4.41
25+25+32+432  1.75 1.75 225 225 8.00(3.0~9.2) 9.1 2090(570~2800) 3.83 206 206 2.64 2.64 9.40(4.2~10.6) 9.6 2140(740~3000) 4.39
25+25+32+50 152 152 1.93 3.03 8.00(3.0~9.2) 88 2030(630~2660) 394 178 178 228 356 9.40(4.2~10.6) 9.4 2110(830~2940) 4.45
25+32+32+32  1.64 212 212 212 8.00(3.0~9.2) 9.1 2090(570~2720) 3.83 1.93 249 249 249 9.40(4.2~10.6) 9.5 2120(770~2970) 4.43

32+432+32+32  2.00 200 200 200 8.00(3.0~9.2) 88 2030(580~2720) 3.94 235 235 235 235 9.40(4.2~10.6) 9.6 2150(780~2940) 4.37
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CU-5E34QBR

Indoor Units Capacity

rooms

rooms

20+25
20+32
20+50
20+70
25+25
25+32
25+50
25+70
32432
32450
32470
50+50
50+70
70+70
20+20+20
20+20+25
20+20+32
20+20+50
20+20+70
20+25+25
20+25+32
20+25+50
20+25+70
20+32+32
20+32+50
20+32+70
20+50+50
20+50+70
20+70+70
25+25+25
25+25+32
25+25+50
25+25+70
25+32+32
25+32+50
25+32+70
25+50+50
25+50+70
25+70+70
32+32+32
32+32+50
32+32+70
32+50+50
32+50+70
32+70+70
50+50+50
50+50+70
20+20+20+20
20+20+20+25
20+20+20+32
20+20+20+50
20+20+20+70
20+20+25+25
20+20+25+32
20+20+25+50
20+20+25+70
20+20+32+32
20+20+32+50
20+20+32+70
20+20+50+50
20+20+50+70
20+25+25+25
20+25+25+32
20+25+25+50
20+25+25+70
20+25+32+32
20+25+32+50
20+25+32+70
20+25+50+50
20+25+50+70
20+32+32+32
20+32+32+50
20+32+32+70
20+32+50+50
20+32+50+70
20+50+50+50
25+25+25+25
25+25+25+32
25+25+25+50
25+25+25+70

COOLING OPERATION

Cooling Capacity

Room | Room Room
A B D

1.96
1.64
1.66
1.43
1.24
2.50
2.50
2.50
2.08
2.50
2.34
1.97
2.00
1.72
1.52
3.20
2.81
2.39
2.42
2.10
1.86
3.33
2.94
2.00
2.00
2.00
1.82
1.54
2.00
2.00
1.74
1.48
1.92
1.64
1.41
1.43
1.25
2.00
1.96
1.67
1.42
1.83
1.57
1.36
1.38
1.21
1.72
1.49
1.29
1.31
1.16
1.18
2.50
2.34
2.00
1.72

2.50
217
3.20
3.14
2.62
417
3.57
4.38
2.50
2.50
2.50
2.08
3.20
2.99
2.52
4.00
3.45
4.24
3.20
2.81
2.39
3.79
3.29
4.07
3.33
2.94
2.00
2.00
2.00
1.82
1.54
2.00
2.00
1.74
1.48
1.92
1.64
1.41
1.43
1.25
2.50
2.45
2.08
1.79
2.29
1.97
1.70
1.72
1.52
2.76
2.39
2.08
2.11
1.86
2.94
2.50
2.34
2.00
1.72

5.22
3.79
4.61
4.07
3.33
412
2.00
2.00
2.00
1.82
1.54
2.50
2.50
2.17
1.85
3.08
2.62
2.25
3.57
3.12
2.50
2.45
2.08
1.79
2.94
2.52
2.18
3.45
3.03
2.76
2.39
2.08
3.29
29N
2.94
2.50
2.34
2.00
1.72

4.50(2.4~5.8)
5.20(2.4~5.8)
7.00(2.4 ~8.1)
9.00(2.5~10.0)
5.00(2.4~5.8)
5.70(2.4~6.7)
7.50(2.4~8.6)
9.50(2.5~10.1)
6.40(2.4~7.2)
8.20(2.5~9.1)
10.00(2.5~10.4)
10.00(2.5~10.4)
10.00(2.5~10.4)
10.00(2.5~10.4)
6.00(2.9~8.5)
6.50(2.9~8.5)
7.20(2.9~8.5)
9.00(2.9~9.6)
10.00(2.9~10.7)
7.00(2.9~8.5)
7.70(2.9~8.5)
9.50(2.9~10.1)
10.00(2.9~10.7)
8.40(2.9~8.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
7.50(2.9~8.5)
8.20(2.9~8.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
8.90(2.9~9.6)
10.00(2.9~10.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
9.60(2.9~10.1)
10.00(2.9~10.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
10.00(2.9~10.7)
9.99(2.9~10.7)
10.00(2.9~10.7)
8.00(2.9~10.6)
8.50(2.9~10.6)
9.20(2.9~10.6)
10.00(2.9~10.6)
10.00(2.9~10.8)
9.00(2.9~10.6)
9.70(2.9~10.6 )
10.00(2.9~10.6)
10.00(2.9~10.8)
10.00(2.9~10.6)
10.00(2.9~10.8)
10.00(2.9~11.0)
10.00(2.9~10.8)
10.00(2.9~11.2)
9.50(2.9~10.6)
10.00(2.9~10.6)
10.00(2.9~10.6)
10.00(2.9~10.8)
10.00(2.9~10.6)
10.00(2.9~10.8)
10.00(2.9~11.0)
10.00(2.9~11.0)
10.00(2.9~11.2)
10.00(2.9~10.6)
10.00(2.9~10.8)
10.00(2.9~11.0)
10.00(2.9~11.0)
10.00(2.9~11.2)
10.00(2.9~11.2)
10.00(2.9~10.6)
10.00(2.9~10.6)
10.00(2.9~10.8)
10.00(2.9~11.0)

5.8
6.8
9.9
15.9
6.6
8.1
11.5
17.8
9.7
13.3
19.4
16.6
16.0
15.3
7.2
8.2
9.3
123
143
9.1
10.2
13.4
14.3
12.0
14.3
14.0
13.0
12.7
12.4
10.2
1.7
14.6
143
13.2
14.3
14.0
13.0
12.7
12.4
143
14.0
13.7
12.7
12.4
12.4
11.8
11.8
10.0
10.9
12.3
13.5
13.5
121
13.4
13.5
13.5
14.1
13.5
13.2
12.9
12.9
13.3
14.5
13.5
13.5
14.1
13.5
13.2
12.9
12.9
14.1
13.2
13.2
12.9
12.9
12.7
14.8
14.5
13.5
13.5

1240(300~1860)
1460(300~1800)
2160(280~2890)
3460(310~4460)
1410(300~1860)
1740(300~2360)
2490(280~3330)
3880(310~4620)
2100(290~2620)
2890(310~3490)
4220(310~4800)
3610(300~4000)
3470(300~3850)
3320(330~3690)
1540(360~2820)
1780(360~2820)
2030(390~2750)
2670(390~2900)
3110(390~3620)
1970(360~2820)
2220(390~2750)
2920(390~3250)
3110(390~3620)
2610(390~2740)
3110(390~3700)
3040(420~3540)
2830(430~3250)
2760(460~3180)
2690(460~3110)
2220(360~2820)
2550(390~2810)
3180(390~3770)
3110(390~3620)
2880(390~3250)
3110(390~3700)
3040(420~3540)
2830(430~3250)
2760(460~3180)
2690(460~3110)
3110(390~3540)
3040(390~3540)
2970(420~3470)
2760(460~3180)
2690(460~3110)
2700(470~3110)
2570(510~2970)
2570(510~2970)
2180(420~3770)
2380(420~3770)
2670(420~3680)
2930(470~3360)
2930(500~3450)
2630(420~3770)
2920(420~3680)
2930(470~3360)
2930(500~3450)
3070(430~3600)
2930(500~3440)
2860(510~3530)
2800(560~3300)
2800(560~3540)
2890(420~3770)
3150(420~3680)
2930(470~3360)
2930(500~3450)
3070(430~3600)
2930(500~3440)
2860(510~3530)
2800(560~3460)
2800(560~3540)
3070(460~3520)
2860(510~3450)
2860(510~3530)
2800(560~3380)
2810(600~3540)
2750(660~3480)
3220(420~3770)
3150(420~3680)
2930(470~3520)
2930(500~3610)

3.62
3.72
3.38
3.22
3.14
3.22
3.09
3.22
3.29
3.53
3.62
3.72
3.09
3.29
3.37
3.62
3.72
3.70
3.89
3.89
3.67
3.57
3.45
3.41
3.41
3.42
3.32
3.41
3.41
3.26
3.41
3.50
3.57
3.57
3.29
3.17
3.41

3.41

3.26
3.41

3.50
3.57
3.57
3.26
3.50
3.50
3.57
3.56
3.64
3.1
3.17
3.41

3.41

2.52
2.09
2.62
2.35
1.96
2.00
1.7
1.50
3.23
3.20
3.00
2.50
3.18
2.80
2.36
2.40
2.07
1.82
4.00
3.37
2.87
2.90
2.52
2.24
4.00
3.53
2.88
2.80
2.61
2.18
1.85
2.67
2.47
2.09
1.78
2.31
1.97
1.69
1.7
1.50
2.52
2.35
2.00
1.71
2.20
1.89
1.63
1.65
1.45
2.07
1.78
1.56
1.57
1.40
1.41
3.00
2.80
2.40
2.07

3.39
4.25
6.43
8.32
3.25
4.10
6.27
8.18
4.05
6.22
8.24
6.00
7.00
6.00
2.87
2.77
2.72
2,64
2.18
3.36
3.31
3.16
2.61
419
3.76
3.15
5.00
4.29
5.25
3.23
3.20
3.00
2.50
4.06
3.59
3.02
4.80
414
5.09
4,00
3.37
2.87
4.55
3.95
4.88
4.00
3.53
2.88
2.80
2.61
2.18
1.85
2.67
2.47
2.09
1.78
2.31
1.97
1.69
1.71
1.50
3.16
2.94
2.50
2.14
2.76
2.36
2.04
2.07
1.82
3.31
2.87
2.49
2.53
2.23
3.53
3.00
2.80
2.40
2.07

2.87
3.46
4.36
6.62
7.64
3.36
4.24
6.32
7.30
419
5.89
6.89
5.00
6.00
5.25
3.23
4.10
6.00
7.00
4.06
5.61
6.62
4.80
5.79
5.09
4.00
5.26
6.26
4.55
5.53
4.88
4.00
4.94
2.88
2.80
2.61

2.18
1.85
3.33
3.09
2.60
2.22
3.69
3.14
2.70
4.29
3.75
3.16
2.94
2.50
2.4
3.52
3.02
2.61

414
3.64
3.31

2.87
2.49
3.95
3.49
3.53
3.00
2.80
2.40
2.07

MULTI SPLIT SYSTEM

HEATING OPERATION

288 -
350 -
417 -
546 -
645 -
333 -
397 -
522 -
622 -
369 -
492 -
592 -
429 -
525 -
316 -
377 -
500 -
601 -
352 -
473 -
572 -
414 -
509 -
331 -
448 -
546 -
395 -
488 -
353 -
300 -
360 -
480 -
579 -

6.10(2.0~8.2)
6.90(2.0~8.6)
9.00(2.0~11.0)
10.70(2.0~13.0)
6.50(2.0~8.6)
7.30(2.0~10.1)
9.40(2.0~11.0)
11.10(2.0~13.0)
8.10(2.0~11.0)
10.20(2.0~11.9)
12.00(2.0~13.8)
12.00(2.0~13.8)
12.00(2.0~13.8)
12.00(2.0~13.8)
8.61(2.7~12.3)
9.00(2.7~12.3)
9.80(2.7~12.3)
11.90(2.7~13.6)
12.00(2.7~13.8)
9.40(2.7~12.3)
10.20(2.7~12.9)
12.00(2.7~13.6)
12.00(2.7~13.8)
11.00(2.7~12.9)
12.00(2.7~13.6)
12.00(2.7~13.8)
12.00(2.7~13.8)
12.00(2.7~14.1)
12.00(2.7~14.4)
9.69(2.7~12.3)
10.50(2.7~12.9)
12.00(2.7~13.6)
12.00(2.7~13.8)
11.30(2.7~13.6)
12.00(2.7~13.8)
12.00(2.7~14.1)
12.00(2.7~13.8)
12.00(2.7~14.1)
12.00(2.7~14.4)
12.00(2.7~13.6)
12.00(2.7~13.8)
12.00(2.7~14.1)
12.00(2.7~14.1)
12.00(2.7~14.4)
12.00(2.7~14.4)
12.00(2.7~14.4)
12.00(2.7~14.4)
11.52(3.4~14.2)
11.90(3.4~14.2)
12.00(3.4~14.2)
12.00(3.4~14.2)
12.00(3.4~14.4)
12.00(3.4~14.2)
12.00(3.4~14.2)
12.00(3.4~14.2)
12.00(3.4~14.4)
12.00(3.4~14.2)
12.00(3.4~14.2)
12.00(3.4~14.4)
12.00(3.4~14.4)
12.00(3.4~14.4)
12.00(3.4~14.2)
12.00(3.4~14.2)
12.00(3.4~14.2)
12.00(3.4~14.4)
12.00(3.4~14.2)
12.00(3.4~14.2)
12.00(3.4~14.4)
12.00(3.4~14.4)
12.00(3.4~14.4)
12.00(3.4~14.2)
12.00(3.4~14.4)
12.00(3.4~14.4)
12.00(3.4~14.4)
12.00(3.4~14.4)
12.00(3.4~14.4)
12.00(3.4~14.2)
12.00(3.4~14.2)
12.00(3.4~14.2)
12.00(3.4~14.4)

8.6

9.6

12.0
14.7
9.0

10.3
13.0
15.0
11.6
13.8
16.1

15.0
14.9
14.8
10.5
11.2
12.6
14.2
14.2
12.0
13.0
14.5
14.2
13.5
14.1
14.0
13.5
13.4
13.6
12.8
13.3
145
14.2
13.8
14.1
14.0
13.5
13.4
13.6
14.9
14.0
13.9
13.6
13.5
13.4
13.2
13.2
13.0
13.8
13.6
133
13.2
13.8
13.6
13.3
13.2
13.5
13.2
13.1
13.2
13.2
13.8
13.6
13.3
13.2
13.5
13.2
13.1
13.2
13.2
13.4
13.1
13.2
13.1
13.1
13.4
13.8
13.6
13.3
13.2

1940(250~2760)
2160(240~2800)
2700(190~3440)
3300(190~4410)
2030(250~2880)
2320(240~3490)
2930(190~3440)
3370(190~4410)
2620(230~3710)
3100(180~3750)
3630(180~4780)
3370(200~4500)
3360(200~4480)
3340(200~4460)
2370(270~3860)
2530(270~3860)
2840(270~3760)
3200(290~4170)
3190(290~4290)
2700(270~3860)
2920(270~4080)
3260(290~4170)
3190(290~4290)
3030(280~4050)
3170(310~4130)
3150(310~4250)
3030(350~4020)
3010(370~4200)
3050(380~4310)
2870(270~3860)
3000(270~4080)
3260(290~4170)
3190(290~4290)
3100(280~4450)
3170(310~4270)
3150(310~4380)
3030(350~4020)
3010(370~4200)
3050(380~4310)
3350(280~4340)
3140(310~4230)
3120(320~4340)
3050(380~4180)
3040(380~4290)
3020(390~4270)
2980(460~4200)
2970(480~4190)
2930(390~4380)
3100(390~4380)
3060(400~4340)
2990(480~4160)
2980(480~4200)
3100(390~4380)
3060(400~4340)
2990(480~4160)
2980(480~4200)
3030(420~4230)
2960(490~4120)
2950(500~4170)
2970(590~4160)
2960(600~4140)
3100(390~4380)
3060(400~4340)
2990(480~4160)
2980(480~4200)
3030(420~4230)
2960(490~4120)
2950(500~4170)
2970(590~4160)
2960(600~4140)
3010(430~4190)
2940(510~4220)
2980(520~4200)
2950(620~4130)
2940(620~4110)
3020(730~4120)
3100(390~4380)
3060(400~4340)
2990(480~4160)
2980(480~4200)

3.14
3.19
3.33
3.24
3.20
3.15
3.21

3.29
3.09
3.29
3.31

3.56
3.57
3.59
3.63
3.56
3.45
3.72
3.76
3.48
3.49
3.68
3.76
3.63
3.79
3.81

3.96
3.99
3.93
3.38
3.50
3.68
3.76
3.65
3.79
3.81

3.96
3.99
3.93
3.58
3.82
3.85
3.93
3.95
3.97
4.03
4.04
3.93
3.84
3.92
4.01
4.03
3.87
3.92
4.01
4.03
3.96
4.05
4.07
4.04
4.05
3.87
3.92
4.01
4.03
3.96
4.05
4.07
4.04
4.05
3.99
4.08
4.03
4.07
4.08
3.97
3.87
3.92
4.01
4.03
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SPECIFICATIONS

MULTI SPLIT SYSTEM

COOLING OPERATION HEATING OPERATION

) ) Capacity
Indoor Units Capacity

EAEIETIEnE

25+25+32+32 219 219 281 281 10.00(2.9~10.6) 14.1 3070(430~3600) 3.26 2.63 2.63 3.37 3.37 12.00(3.4~14.2) 13.5 3030(420~4230) 3.96
25+25+32+50 189 1.89 242 3.80 - 10.00(2.9~10.8) 13.5 2930(500~3440) 3.41 2.27 227 291 455 - 12.00(3.4~14.4) 13.2 2960(490~4190) 4.05
25+25+32+70 1.64  1.64 211 4.61 - 10.00(2.9~11.0) 13.2 2860(510~3530) 3.50 1.97 1.97 253 553 - 12.00(3.4~14.4) 13.1 2950(500~4170) 4.07
25+25+50+50 1.67 1.67 333 3.33 - 10.00(2.9~11.0) 12.9 2800(560~3460) 3.57 2.00 2.00 4.00 4.00 - 12.00(3.4~14.4) 13.2 2970(590~4160) 4.04
25+25+50+70 147 147 294 412 - 10.00(2.9~11.2) 12.9 2800(560~3540) 3.57 1.76 1.76 3.53 4.95 - 12.00(3.4~14.4) 13.2 2960(600~4140) 4.05
25+32+32+32 2.08 264 264 2.4 - 10.00(2.9~10.8) 14.1 3070(460~3680) 3.26 2.49 3.17 317 3.7 - 12.00(3.4~14.2) 13.4 3010(430~4190) 3.99
25+32+32+50 1.80 230 230 3.60 - 10.00(2.9~10.8) 13.2 2860(510~3450) 3.50 2.16 2.76 2.76 4.32 - 12.00(3.4~14.4) 13.1 2940(510~4220) 4.08
25+32+32+70 157 201 201 441 - 10.00(2.9~11.2) 13.2 2860(510~3690) 3.50 1.88 2.42 2.42 5.28 - 12.00(3.4~14.4) 13.2 2980(520~4200) 4.03
25+32+50+50 159 205 3.18 3.18 - 10.00(2.9~11.0) 12.9 2800(560~3380) 3.57 1.91 245 3.82 3.82 - 12.00(3.4~14.4) 13.1 2950(620~4130) 4.07
25+50+50+50 142 286 286 2.86 - 10.00(2.9~11.2) 12.7 2750(660~3480) 3.64 1.71 3.43 3.43 3.43 - 12.00(3.4~14.4) 13.4 3020(730~4120) 3.97
32+32+32+32 250 250 250 250 - 10.00(2.9~10.8) 13.8 3000(460~3600) 3.33 3.00 3.00 3.00 3.00 - 12.00(3.4~14.4) 13.5 3030(450~4280) 3.96
32+32+32+50 219 219 219 3.43 - 10.00(2.9~11.0) 13.2 2860(510~3530) 3.50 2.63 2.63 2.63 4.11 - 12.00(3.4~14.4) 13.2 2970(530~4180) 4.04
32+32+32+70 193 193 193 4.21 - 10.00(2.9~11.2) 13.2 2860(520~3610) 3.50 2.31 231 231 5.07 - 12.00(3.4~14.4) 13.2 2960(550~4160) 4.05
32+32+50+50 195 195 3.05 3.05 - 10.00(2.9~11.2) 12.9 2800(600~3540) 3.57 2.34 234 3.66 3.6 - 12.00(3.4~14.4) 13.2 2980(630~4100) 4.03

20+20+20+20+20 2.00 2.00 2.00 2.00 2.00 10.00(2.9~11.5) 13.2 2860(550~3860) 3.50 2.40 2.40 240 240 2.40 12.00(3.4~14.5) 13.2 2960(530~4240) 4.05
20+20+20+20+25 1.90 1.90 1.90 1.90 2.40 10.00(2.9~11.5) 13.2 2860(550~3860) 3.50 2.29 2.29 229 2.29 2.84 12.00(3.4~14.5) 13.2 2960(530~4240) 4.05
20+20+20+20+32 1.79 1.79 1.79 1.79 2.84 10.00(2.9~11.5) 12.9 2800(550~3780) 3.57 2.14 2.14 214 2.4 3.44 12.00(3.4~14.5) 13.1 2940(560~4200) 4.08
20+20+20+20+50 1.54 1.54 1.54 1.54 3.84 10.00(2.9~11.5) 12.9 2810(610~3630) 3.56 1.85 1.85 1.85 1.85 4.60 12.00(3.4~14.5) 13.2 2960(670~4180) 4.05
20+20+20+20+70 1.33 1.33 1.33 1.33 4.68 10.00(2.9~11.5) 12.7 2750(650~3640) 3.64 1.60 1.60 1.60 1.60 5.60 12.00(3.4~14.5) 13.3 3000(680~4170) 4.00
20+20+20+25+25 1.82 1.82 1.82 2.27 2.27 10.00(2.9~11.5) 13.2 2860(550~3860) 3.50 2.18 2.18 2.18 273 2.73 12.00(3.4~14.5) 13.2 2960(530~4240) 4.05
20+20+20+25+32 1.71 1.71 1.71 213 2.74 10.00(2.9~11.5) 12.9 2800(550~3780) 3.57 2.05 2.05 205 256 3.29 12.00(3.4~14.5 13.1 2940(560~4200) 4.08
20+20+20+25+50 1.48 1.48 1.48 1.85 3.71 10.00(2.9~11.5) 12.9 2810(610~3630) 3.56 1.78 1.78 1.78 2.22 4.44 12.00(3.4~14.5) 13.2 2960(670~4180) 4.05
20+20+20+25+70 1.29 1.29 1.29 1.61 4.52 10.00(2.9~11.5) 12.7 2750(650~3640) 3.64 155 155 155 1.93 5.42 12.00(3.4~14.5 13.3 3000(680~4170) 4.00
20+20+20+32+32 1.60 1.60 1.60 2.60 2.60 10.00(2.9~11.5) 12.9 2800(560~3780) 3.57 1.94 1.94 1.94 3.09 3.09 12.00(3.4~14.5) 13.2 2970(580~4170) 4.04
20+20+20+32+50 1.41 1.41 1.41 225 3.52 10.00(2.9~11.5) 12.7 2750(650~3630) 3.64 1.69 1.69 1.69 270 4.23 12.00(3.4~14.5) 13.3 2990(690~4150) 4.01
20+20+20+32+70 1.23 1.23 1.23 1.98 4.33 10.00(2.9~11.5) 12.7 2760(660~3640) 3.62 1.48 1.48 1.48 237 5.19 12.00(3.4~14.5) 13.3 2990(710~4140) 4.01
20+20+20+50+50 1.24 1.24 1.24 3.14 3.14 10.00(2.9~11.5) 12.8 2780(750~3580) 3.60 1.50 1.50 1.50 3.75 3.75 12.00(3.4~14.5) 13.7 3080(830~4220) 3.90
20+20+25+25+25 1.73 1.73 218 2.18 2.18 10.00(2.9~11.5) 13.2 2860(550~3860) 3.50 2.10 2.10 2.60 2.60 2.60 12.00(3.4~14.5) 13.2 2960(530~4240) 4.05
20+20+25+25+32 1.64 1.64 2.05 2.05 2.62 10.00(2.9~11.5) 12.9 2800(550~3780) 3.57 1.97 1.97 2.46 2.46 3.14 12.00(3.4~14.5) 13.1 2940(560~4200) 4.08
20+20+25+25+50 1.43 1.43 1.79 179 3.56 10.00(2.9~11.5) 12.9 2810(610~3630) 3.56 1.71 1.71 214 214 430 12.00(3.4~14.5) 13.2 2960(670~4180) 4.05
20+20+25+25+70 1.25 1.25 1.56 1.56 4.38 10.00(2.9~11.5) 12.7 2750(650~3640) 3.64 1.50 1.50 1.88 1.88 5.24 12.00(3.4~14.5) 13.3 3000(680~4170) 4.00
20+20+25+32+32 1.55 1.55 1.94 248 2.48 10.00(2.9~11.5) 12.9 2800(560~3780) 3.57 1.86 1.86 232 2.98 298 12.00(3.4~14.5) 13.2 2970(580~4170) 4.04
20+20+25+32+50 1.36 1.36 1.70 2.18 3.40 10.00(2.9~11.5) 12.7 2750(650~3630) 3.64 1.63 1.63 2.04 2.1 4.09 12.00(3.4~14.5) 13.3 2990(690~4150) 4.01
20+20+25+32+70 1.20 1.20 1.49 1.92 4.19 10.00(2.9~11.5) 12.7 2760(660~3640) 3.62 1.44 1.44 179 230 5.03 12.00(3.4~14.5) 13.3 2990(710~4140) 4.01
20+20+25+50+50 1.21 1.21 152 3.03 3.03 10.00(2.9~11.5) 12.8 2780(750~3580) 3.60 1.45 1.45 1.82 3.64 3.64 12.00(3.4~14.5) 13.7 3080(830~4220) 3.90
20+20+32+32+32 1.46 1.46 236 236 2.36 10.00(2.9~11.5) 12.9 2800(560~3700) 3.57 1.77 1.77 282 2.82 2.82 12.00(3.4~14.5) 13.1 2950(600~4200) 4.07
20+20+32+32+50 1.30 1.30 2.08 2.08 3.24 10.00(2.9~11.5) 12.7 2750(660~3640) 3.64 1.56 156 2.49 2.49 3.90 12.00(3.4~14.5) 13.5 3030(720~4190) 3.96
20+20+32+32+70 1.15 1.15 1.84 1.84 4.02 10.00(2.9~11.5) 12.7 2760(700~3640) 3.62 1.38 1.38 221 221 4.82 12.00(3.4~14.5) 13.4 3020(730~4180) 3.97
20+20+32+50+50 1.16 1.16 1.86 291 2.91 10.00(2.9~11.5) 12.8 2790(760~3590) 3.58 1.40 1.40 222 3.49 3.49 12.00(3.4~14.5) 13.9 3120(860~4200) 3.85
20+25+25+25+25 1.68 2.08 2.08 2.08 2.08 10.00(2.9~11.5) 13.2 2860(550~3860) 3.50 2.00 2.50 250 2.50 2.50 12.00(3.4~14.5) 13.2 2960(530~4240) 4.05
20+25+25+25+32 1.57 1.97 1.97 1.97 2.52 10.00(2.9~11.5) 12.9 2800(550~3780) 3.57 1.89 236 236 236 3.03 12.00(3.4~14.5) 13.1 2940(560~4200) 4.08
20+25+25+25+50 1.38 1.72 1.72 1.72 3.46 10.00(2.9~11.5) 12.9 2810(610~3630) 3.56 1.65 2.07 2.07 2.07 4.14 12.00(3.4~14.5) 13.2 2960(670~4180) 4.05
20+25+25+25+70 1.20 1.52 152 152 4.24 10.00(2.9~11.5) 12.7 2750(650~3640) 3.64 1.45 1.82 1.82 1.82 5.09 12.00(3.4~14.5) 13.3 3000(680~4170) 4.00
20+25+25+32+32 1.48 1.87 1.87 239 2.39 10.00(2.9~11.5) 12.9 2800(560~3780) 3.57 1.78 2.24 2.24 2.87 2.87 12.00(3.4~14.5) 13.2 2970(580~4170) 4.04
20+25+25+32+50 1.32 1.64 1.64 2.11 3.29 10.00(2.9~11.5) 12.7 2750(650~3630) 3.64 158 1.97 1.97 253 3.95 12.00(3.4~14.5 13.3 2990(690~4150) 4.01
20+25+25+32+70 1.16 1.45 1.45 1.86 4.08 10.00(2.9~11.5) 12.7 2760(660~3640) 3.62 1.40 1.74 174 223 4.89 12.00(3.4~14.5) 13.3 2990(710~4140) 4.01
20+25+25+50+50 1.18 1.47 1.47 2.94 2.94 10.00(2.9~11.5) 12.8 2780(750~3580) 3.60 1.42 1.76 1.76 3.53 3.53 12.00(3.4~14.5) 13.7 3080(830~4220) 3.90
20+25+32+32+32 1.42 1.77 2.27 2.27 2.27 10.00(2.9~11.5) 12.9 2800(560~3700) 3.57 1.70 214 272 272 2.72 12.00(3.4~14.5) 13.1 2950(600~4200) 4.07
20+25+32+32+50 1.26 1.57 2.01 2.01 3.15 10.00(2.9~11.5) 12.7 2750(660~3640) 3.64 1.50 1.89 2.42 242 3.77 12.00(3.4~14.5) 13.5 3030(720~4190) 3.96
20+32+432+32+432 136 2.16 216 2.16 2.16 10.00(2.9~11.5) 12.9 2810(600~3700) 3.56 1.64 2.59 259 259 2.59 12.00(3.4~14.5) 13.2 2980(630~4170) 4.03
20+32+32+32+450 1.20 1.93 1.93 1.93 3.01 10.00(2.9~11.5) 12.7 2760(670~3640) 3.62 1.45 231 231 231 3.62 12.00(3.4~14.5) 13.4 3010(750~4160) 3.99
25+25+25+25+25 2.00 2.00 2.00 2.00 2.00 10.00(2.9~11.5) 13.2 2860(550~3860) 3.50 2.40 2.40 2.40 2.40 2.40 12.00(3.4~14.5) 13.2 2960(530~4240) 4.05
25+25+25+25+32 1.89 1.89 1.89 1.89 2.44 10.00(2.9~11.5) 12.9 2800(550~3780) 3.57 2.27 2.27 227 227 2.92 12.00(3.4~14.5) 13.1 2940(560~4200) 4.08
25+25+25+25+50 1.67 1.67 1.67 1.67 3.32 10.00(2.9~11.5) 12.9 2810(610~3630) 3.56 2.00 2.00 2.00 2.00 4.00 12.00(3.4~14.5) 13.2 2960(670~4180) 4.05
25+25+25+25+70 1.47 1.47 1.47 1.47 4.12 10.00(2.9~11.5) 12.7 2750(650~3640) 3.64 1.76 1.76 1.76 1.76 4.96 12.00(3.4~14.5) 13.3 3000(680~4170) 4.00
25+25+25+32+32 1.80 1.80 1.80 2.30 2.30 10.00(2.9~11.5) 12.9 2800(560~3780) 3.57 2.16 2.16 216 276 2.76 12.00(3.4~14.5) 13.2 2970(580~4170) 4.04
25+25+25+32+50 1.59 159 1.59 2.04 3.19 10.00(2.9~11.5) 12.7 2750(650~3630) 3.64 1.91 1.91 191 245 3.82 12.00(3.4~14.5) 13.3 2990(690~4150) 4.01
25+25+25+50+50 1.42 1.42 1.42 2.87 2.87 10.00(2.9~11.5) 12.8 2780(750~3580) 3.60 1.72 1.72 1.72 3.42 3.42 12.00(3.4~14.5) 13.7 3080(830~4220) 3.90
25+25+32+432+32 1.70 1.70 220 2.20 2.20 10.00(2.9~11.5) 12.9 2800(560~3700) 3.57 2.04 2.04 2.04 2.64 2.64 12.00(3.4~14.5) 13.1 2950(600~4200) 4.07
25+25+32+32+450 1.52 1.52 1.95 1.95 3.06 10.00(2.9~11.5) 12.7 2750(660~3640) 3.64 1.83 1.83 234 234 3.66 12.00(3.4~14.5) 13.5 3030(720~4190) 3.96
25+32+32+432+432 1.64 2.09 2.09 209 2.09 10.00(2.9~11.5) 12.9 2810(600~3700) 3.56 1.96 251 251 251 251 12.00(3.4~14.5) 13.2 2980(630~4170) 4.03
25+32+432+32+50 1.46 1.87 1.87 1.87 2.93 10.00(2.9~11.5) 12.7 2760(670~3640) 3.62 1.74 225 225 225 351 12.00(3.4~14.5) 13.4 3010(750~4160) 3.99
32+32+432+32+432 2.00 2.00 2.00 200 2.00 10.00(2.9~11.5) 12.9 2810(610~3710) 3.56 2.40 2.40 2.40 2.40 2.40 12.00(3.4~14.5) 13.2 2970(660~4140) 4.04
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